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Side sewers are defined as that portion of the sewer system that extends from two
feet (2) outside of the outer foundation wall of the structure to the sanitary sewer
main. The City owns and maintains the side sewer from the sanitary sewer main
to the edge of the right-of-way or public sanitary sewer utility easement. The
property owner owns and maintains the side sewer from that point to the building.

Side sewers shall meet the following requirements:
8.01.3.1 Side Sewer Parameters

A. A separate and independent side sewer from the public main shall be
provided for each and every building.

B. Side sewers within the public right-of-way shall be a minimum of six inches
(6") in diameter.

C. Six-inch (6”) diameter side sewers shall be connected to sanitary sewer pipe
by the use of a tee.

D. Side sewers with a diameter of eight inches (8”) or greater shall be connected
to the sanitary sewer system by use of a sanitary sewer manhole.

E. When constructing sanitary sewer mains in new developments, side sewer
installation shall extend from the connection on the main line to the edge of
any utility easements or the public right-of-way whichever is further.,

F. When installing new sanitary sewer mains or replacing existing mains in
developed areas, side sewers shall be installed for all existing occupied
structures and any buildable lots. Side sewers should be extended to the
property lines and out of the public right of way whenever possible.

G. The maximum length of side sewer from the sanitary sewer main to the
building should not exceed one hundred and fifty feet (150’).

H. Side sewers shall be designed to provide a minimum depth at the property
line of five feet (5') below the floor to be served or six feet (6') below the
street, whichever is deeper. In cases of vacant properties, the side sewer
shall be constructed at a two percent (2%) minimum slope from the tee.

I, Cleanouts shall be installed within three feet (3’) of the building foundation
and at the property line marking the location of the side sewer and providing
an access point into said line for future maintenance.

REF. H\DEVELOPMENT\Handouts\Side Sewer Handout




Sanitary sewer cleanouts shall meet the following guidelines and are not an
acceptable alternative for sanitary sewer manholes:

A. Sanitary sewer cleanouts may be used with City approval at the end of a
sanitary sewer main when the future extension of the sanitary sewer main is
planned and the current end point is not a practical location for a manhole.

B. A sanitary sewer cleanout may be used in lieu of a manhole at the end of a
long private side sewer.

C. Sanitary sewer cleanouts shall be installed in side sewers for each change in
direction exceeding ninety degrees (90°).

Material Requirements for Sanitary Sewer Systems W

The following list of sanitary sewer materials is for reference only. The list of
acceptable materials and appurtenances for sanitary sewer construction is subject to
change as new and improved components become available.

Please note: Do not glue pipe together, only gasket pipe will be
accepted.

5/8” crushed rock will be used as bedding for the pipes. Needs to
be 4” Above pipe to 4” Below pipe.

Solid Wall Polyvinyl Chloride (PVC) Pipe, SDR-35

Please refer to the City of Auburn’s Construction Standards manual (latest edition)
for the most current information on these requirements.

REF. H\DEVELOPMENT\Handouts\Side Sewer Handout
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